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RD7200°

RD7200 improvements®

Eight models narrowed _’ Dedicated all-industry

down to one locator
Louder wolume options -’ 3”::::: ot

Choice of high tone _) Adaptable to personal
or classic prefarence

MNew speaker position -’ Easier to hear
Swing warning -’ Drive correct usage

Vibrating handle =9  Never miss a warning

QR codes e t:cn:mlms..u-:gn
LEIE: type G -’ mnm data transfar
New DC leads -5 !::nr:rdﬁl:':::;
Single mode _} = - ;

Blustooth® systam

*Improvements from RO7 100 models

Strengths of the product that have not changed

" Ergonomic design
v Clear display
v Ease of use
+ Lightweight
Al weather tool
QOutstanding performance
v Sensitivity
+ Locate accuracy

¥ Depth accuracy
v Tx-5, Te-10 & Tx-10B Transmitters
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ACTIVE MODES

Active Fragquencies 8
Custom frequencies

Sonde frequencies 4
Peak, Mull, Peak+, Guidance mode v

Broad Peak (single antenna modea)

Fault Find v

Current Direction” (find target amongst multiple cables)

PASSIVE MODES

Power, Radio, CPS v
Power Filters™ (Power cable discrimination) »
Depth in power mode »

CATV, Passive avoidance

SURVEY DATA & CONNECTIVITY

BLE (Bluetooth low enargy) “

iLee™ (R« control of transmitter)

Survey measurements

Bullt-in GPS

User Activity data logging

For full details, please refer to the Technical specifications on www.radiodetection.com

Radicodetection Ltd. (UK) - Global Headquarters Sean 1o 568 &

Western Drive, Bristol, BS14 0AF, UK Tel: +44 (0) 117 976 7776 rd_sales.uk@spx.com full list of our
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Radiodetection (USA)
2B Tower Road, Raymond, Maine 04071, USA
Toll Free: +1 (877) 247 3797 Tel: +1 (207) 655 8525 rd.sales.us@spx.com
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